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Impact Sound 
Insulation Units

Trittschalldämmelemente

Elementy z izolacją 
akustyczną
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HTF Impact sound insulation unit for Precast Stairways

Fitting to bearing width (fi g. 1- 3):
For minor extension of the element HTF ( 1  ) the HTF-DS Insulation strip (→  2  , ordered separately) is used. The insulation 
strip is trimmed to the required length on site, inserted into the standard element, and fi xed to the landing using the adhe-
sive tape on the back side ( 5 ) .
For larger extensions of the HTF element where additional elastomer bearing is statically required, use the HTF-LS Bearing 
strip (→ 3  , ordered separately). The bearing strip is trimmed to the required length on site and inserted into the standard 
element ( 6 ) .

Insulation unit Bearing stripInsulation strip

To shorten: cut the element at the 
appropriate perforation  to achie-
ve the required length , join the 
two parts together .

Extension with additional bi-Trapez-
bearing®: divide the HTF and insert 
a section of the HTF-LS Bearing 
strip cut to the required additional 
length.

To extend: if a larger bearing width 
is required, the HTF unit is exten-
ded by inserting a section of 
HTF-DS Insulation strip, cut to 
the required additional length.

Stair with a gap to the wall
Stair that butt 
directly to the wall

Stair bearing with standard HTF unit Stair with HTPL joint sheet

Design of the bearings (Fig. 7 - 10):
Bearings can be designed as shown 
in fi g.  7  or  8 . 
Fig.  9  shows the position of the 
HTF sound insulation unit. Using the 
adhesive tape on the back side, the 
insulation unit is fi xed to the landing. 
Edge insulation, HTPL Joint sheet 
(fi g.  10 ), is installed for a bearing 
acc. to fi g.  8  .

Adapting to the bearing depth (fi g. 1 - 3): Bend the insulation element down at the required pre-scored line to fi t to the 
required depth. Trim protruding material fl ush with the surface.

HTFHTPL
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The HALFEN HTF-B Impact sound insulation element is used at the foot of prefabricated fl ights of stairs to achieve acoustic 
separation from ground fl oor slabs.

HTPL-100 Impact sound insulation unit (Joint sheet)

Application of the HTPL Joint sheets

HTF-B Impact sound insulation element for Prefabricated Stair elements

The HTF-B Impact sound insulation element can be cut to 
size along the preforated lines; alternatively the protruding 
areas can be bent up.

Floor slab

Impact Sound Insulation Element with 
bi-Trapez® elastomer bearing

 Elastic joint fi ll

precast stair element

15 mm

Integrated double-sided 
adhesive tape at the top 
and bottom, for fi xing to 
walls

Cross section of a typical application of the HTF-B unit

 To avoid impact noise transition 
pay attention to impurities or ingress 
of concrete in all structural joints.

The HTPL Joint sheet is a system component which can be combined with all HALFEN Sound insulation products to avoid 
acoustic bridges in the joint between the stair element and the stairwell wall. The HALFEN HTPL-100 Impact sound insulati-
on unit reliably prevents acoustic bridging. Application is simple; place and fi x the HTPL-100 Joint sheet between the stair 
fl ight and the wall. Multiple panels are butt-joined and fi xed with adhesive tape - done!
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HTF-B Trittschall-Dämmelement für Fertigteil-Treppen 

Fertigteil-
Dämmelement

LagerstreifenDämmstreifen

4






Kürzen: Element an einer der perfo-
rierten Linien durchtrennen  und 
nach Bedarf kürzen, getrennte 
Abschnitte  zusammenfügen.
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Verlängern mit zusätzlichem 
bi-Trapez-Lager®: 
HTF Element teilen und einen nach 
Maß zugeschnittenen Abschnitt aus 
dem Lagerstreifen HTF-LS einfügen.
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Verlängern: Für größere Aufl ager-
breiten wird das HTF Element durch 
Einfügen eines nach Maß zuge-
schnittenen Abschnitts aus dem 
Dämmstreifen HTF-DS angepasst. 

Treppe mit Abstand zur Wand
Treppe ohne 
Abstand zur Wand

Treppenaufl ager mit 
Standardelement HTF Treppe mit HTPL Fugenplatte

Anpassung an Aufl agertiefe (Abb. 1 - 3):
Durch das Abwinkeln an den vorgeritzten Sollknicklinien werden die Dämmelemente an die erforderliche Tiefe angepasst. 
Ein etwaiger Überstand wird bauseits abgelängt.

HTFHTPL

Anpassung an die Aufl agerbreite (Abb. 1 - 3):
Zur geringen Verlängerung der HTF Elemente ( 1  ) kann der Dämmstreifen HTF-DS (→ 2  , separat bestellen) verwendet wer-
den. Der Dämmstreifen wird bauseits entsprechend der benötigten Länge zugeschnitten, in die Standardelemente eingefügt 
und mittels rückseitigem Klebeband am Podest fi xiert ( 5 ) .
Bei erheblicher Verlängerung der Elemente, die zusätzliche Lager statisch erforderlich machen, wird der Lagerstreifen HTF-LS 
(→ 3  , separat bestellen) eingesetzt. Der Lagerstreifen kann bauseits entsprechend der benötigten Länge zugeschnitten und 
dann in die Standardelemente eingefügt werden ( 6 ).

Ausbildung der Aufl ager (Abb. 7 - 10):
Aufl ager können wie in Abb.  7  oder  
8  ausgeführt werden. Abb.  9  zeigt 
die Anordnung des HTF Trittschall-
dämmelementes. 
Durch die rückseitigen Selbstklebe-
streifen wird das Dämmelement am 
Podest fi xiert. 
Bei Aufl agern gemäß Abb.  8  ist 
zusätzlich umlaufend die HTPL Fugen-
platte anzuordnen (Abb.  10  ).
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Das HALFEN HTF-B Trittschalldämmelement wird für die elastische Aufl agerung von Fertigteil-Treppenläufen auf Bodenplat-
ten im untersten Geschoss verwendet.

HTPL-100 Trittschall-Dämmelement (Fugenplatte)

Anordnung der HTPL Fugenplatten

HTF-B Trittschall-Dämmelement für Fertigteil-Treppen

Das HTF-B Trittschalldämmelement kann bei Bedarf an 
den vorgestanzten Linien beschnitten; alternativ können 
die überstehenden Flächen hochgeklappt werden.

Bodenplatte

Trittschall-Dämmelement mit 
bi-Trapez® Elastomer-Lager

 Dauerelastische 
Fugendichtung

Fertigteil-Treppe

15 mm

Integrierter doppelseitiger 
Klebestreifen oben und 
unten, für Wandbefesti-
gung

Schnitt durch eine typische Einbausituation des HTF-B

 Bei allen Anschlüssen ist darauf 
zu achten, dass Schallbrücken durch 
Verunreinigungen oder eindrin-
genden Beton vermieden werden.

Die HTPL-100 Fugenplatte ist eine Systemkomponente und kann in Kombination mit allen HALFEN Schalldämmprodukten 
zur Vermeidung von Schallbrücken in der Fuge zwischen Treppe und Treppenhauswand verwendet werden. 
Die HALFEN HTPL-100 Fugenplatte vermeidet zuverlässig die Übertragung von Trittschall. Die akustische Entkopplung von 
Treppenlauf und Wand ist denkbar einfach: Fugenplatte zwischen den Bauteilen anordnen und Stöße zwischen den Platten 
einfach mit Klebeband abkleben — fertig. 
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NOTES REGARDING THIS DOCUMENT
Technical and design changes reserved. The information in this publication is based on state-of-the-art technology 
at the time of publication. We reserve the right to make technical and design changes at any time. Halfen GmbH 
shall not accept liability for the accuracy of the information in this publication or for any printing errors.

The Quality Management System of Halfen GmbH is certifi ed for the locations in Germany, France, the Netherlands, 
Austria, Poland, Switzerland and the Czech Republic acc. to DIN EN ISO 9001:2008, Certifi cate No. QS-281 HH.

Furthermore HALFEN is represented with sales offi  ces and distributors worldwide. 
Please contact us: www.halfen.com

Austria HALFEN Gesellschaft m.b.H.
Leonard-Bernstein-Str. 10
1220 Wien

Phone: +43 - 1 - 259 6770 
E-Mail: offi  ce@halfen.at
Internet: www.halfen.at

Fax: +43 - 1 - 259 - 6770 99

Belgium /
Luxembourg

HALFEN N.V.
Borkelstraat 131
2900 Schoten

Phone: +32 - 3 - 658 07 20
E-Mail: info@halfen.be
Internet: www.halfen.be

Fax:  +32 - 3 - 658 15 33

China HALFEN Construction Accessories Distribution Co.Ltd.
Room 601 Tower D, Vantone Centre
No.A6 Chao Yang Men Wai Street
Chaoyang District 
Beijing  ·  P.R. China 100020

Phone: +86 - 10 5907 3200
E-Mail: info@halfen.cn
Internet: www.halfen.cn

Fax:  +86 - 10 5907 3218

Czech Republic HALFEN-DEHA s.r.o.
Business Center Šafránkova
Šafránkova 1238/1
155 00 Praha 5 

Phone: +420 - 311 - 690 060
E-Mail: info@halfen-deha.cz
Internet: www.halfen-deha.cz

Fax: +420 - 235 - 314308

France HALFEN S.A.S.
18, rue Goubet
75019 Paris

Phone: +33 - 1 - 445231 00
E-Mail: halfen@halfen.fr
Internet:  www.halfen.fr

Fax:  +33 - 1 - 445231 52

Germany HALFEN Vertriebsgesellschaft mbH
Katzbergstrasse 3 
40764 Langenfeld

Phone: +49 - 2173 - 970 0
E-Mail: info@halfen.de
Internet: www.halfen.de

Fax:  +49 - 2173 - 970 225

Italy HALFEN S.r.l. Soc. Unipersonale
Via F.lli Bronzetti  N° 28
24124 Bergamo

Phone: +39 - 035 - 0760711
E-Mail: info@halfen.it
Internet: www.halfen.it

Fax:  +39 - 035 - 0760799

Netherlands HALFEN b.v.
Oostermaat 3
7623 CS Borne

Phone: +31 - 74-267 14 49
E-Mail: info@halfen.nl
Internet: www.halfen.nl

Fax:  +31 - 74-2 67 26 59

Norway HALFEN AS
Postboks 2080
4095 Stavanger

Phone: +47 - 51 82 34 00
E-Mail: post@halfen.no
Internet: www.halfen.no

Fax:  +47 - 51 82 34 01

Poland HALFEN Sp. z o.o.
Ul. Obornicka 287
60-691 Poznan

Phone: +48 - 61 - 622 14 14
E-Mail: info@halfen.pl
Internet: www.halfen.pl

Fax:  +48 - 61 - 622 14 15

Sweden Halfen AB
Box 150
435 23 Mölnlycke

Phone: +46 - 31 - 98 58 00
E-Mail: info@halfen.se
Internet: www.halfen.se

Fax:  +46 - 31 - 98 58 01

Switzerland HALFEN Swiss AG
Hertistrasse 25 
8304 Wallisellen

Phone: +41 - 44 - 849 78 78
E-Mail: mail@halfen.ch
Internet: www.halfen.ch

Fax:  +41 - 44 - 849 78 79

United Kingdom /
Ireland

Halfen Ltd.
A1/A2 Portland Close
Houghton Regis LU5 5AW

Phone: +44 - 1582 - 47 03 00
E-Mail: info@halfen.co.uk
Internet: www.halfen.co.uk

Fax:  +44 - 1582 - 47 03 04

United States of 
America

HALFEN USA Inc.
8521 FM 1976
P.O. Box 547
Converse, TX 78109

Phone: +1 800.323.68 96
E-Mail: info@halfenusa.com
Internet: www.halfenusa.com

Fax: +1 877 . 683.4910

For countries not 
listed 
HALFEN International

HALFEN International GmbH
Liebigstr. 14 
40764 Langenfeld / Germany

Phone: +49 - 2173 - 970 - 0 
E-Mail: info@halfen.com
Internet: www.halfen.com

Fax: +49 - 2173 - 970 - 849

CONTACT HALFEN WORLDWIDE

HALFEN is represented by subsidiar ies in the fol lowing 14 countr ies,  please contact us:
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